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TPEO 1230
SAE 30 - CD

MINERAL

FUBEX TPEO Marine 1230 are high-performance trunk piston engine oils for medium speed marine and industrial
type trunk piston engines operating on low Sulphur distillate fuel (Sulphur upto 1.0%). They are blended using
solvent-refined high viscosity index paraffin mineral base oils with chemical additive which provide effective alkalinity,

wear resistance, detergency and dispersancy.

APPLICATION

FUBEX TPEO Marine 1230 is Recommended for crankcase lubrication in medium-speed marine type diesel engines.
They also be used to separate bearing lubrication and piston cooling of large crosshead type engine under severe

service conditions at appropriate viscosity grades.

FEATURES & BENEFITS PERFORMANCE STANDARDS
* Improved anti wear properties, reduces ring & liner wear ¢ APL CD
» Reduces port and under crown deposits * MAN
e Cleaner engine operation » Mak / Caterpillar
 Increased protection against cylinder and bearing wear * Warlsila
e Qutstanding thermal & oxidation stability extend periods * Yanmar
* Daihatsu

TYPICAL PROPERTIES

TPEO 1230
PARAMETERS TEST METHOD UNIT SAE 30

Kinematic Viscosity @ 104°F /40°C ASTM D445 cSt TBR
Kinematic Viscosity @ 212°F /100°C ASTM D445 cSt 11.0
Viscosity Index ASTM D2270 - 95
Density@ 60°F ASTM D4052 g/cm3 TBR

Flash Point (min) ASTM D92 °C 220

Pour Point (max) ASTM D97 °C -9

TBN ASTM D2896 Mg KOH/g 12

HEALTH & SAFETY,ENVIORMENT:

Prolonged and repeated contact with oil may cause skin disorders. Avoid contact. Wash immediately with soap
and water. Do not discharge used oil into drains or the enviorment. Dispose to an authorized used oil collection
point. For further information on Safety Guidelines please refer to MSDS on our wevbsite: www. fubex.net

HEALTH & SAFETY:

We recommend to store adl packages under cover.In case outside storage is unavoidable,drums should be laid
horizantally to avoid the possible ingress of water and demage to drum markings. products should never be
stored above 60 C, or exposed to hot sun or freezing conditions.

PROTECT THE ENVIRONMENT
Take used oil to an authorized collection point. Comply with local regulations. Do not discharge into drains,

soil or water.
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